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WINDOWS XP/Vista Bluetooth Dongle Setup(XP Requires SP2 or higher)

NOTE: The USB Bluetooth dongle included will now only operate with the Windows
Bluetooth driver. . If your computer already has bluetooth capabilities and is using a
different driver, refer to the documentation from the manufacturer of the driver for setup
procedure. The Vista setup is nearly identical to XP, with some minor differences.

1. Plug in the USB dongle into an available USB port(Note: You should always use the
same USB port for the dongle)

2. A message will pop up saying “Found new Hardware”. Several messages will pop up
after this. Wait until a message pops up saying “Your hardware is now set up and ready to

use".

3. You will notice a small Blue icon in the system tray as shown in the picture below.
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4. Double click on this icon and you will see the following window pop up.

Bluetooth Devices §|

Devices Options | COM Ports | Hardware

Add...

[ Ok l [ Cancel




5. Click on the Add... button and you will see the following. Click the box labeled “My
device is set up and ready to be found”. Turn on the Wireless cassette, then click the Next
button.

Add Bluetooth Device Wizard X]

Welcome to the Add Bluetooth
Device Wizard

Before proceeding, refer to the "Bluetooth section of the
device documentation. Then zet up your device = that your
computer can find it

- Turm it on

- Make it dizcoverable [vizible]

- Give it a name [optiohal]

- Press the button on the bottom of the device
[keyboards and mice only]

I%My dewvice iz zet up and ready to be found.

'\;J Add only Bluetooth devices that vou bust,

I Mewt > l[ Cancel ]

6. Wait 10 to 20 seconds. The window in the picture below should pop up (If it doesn’t find
the meter the first time, make sure the cassette is on and that the yellow LED is flashing,
then click on the try again button). Select the Icon in the list(in this case it’s
CRRadchexWL) and then click on the Next button.

Add Bluetooth Device Wizard 3

Select the Bluetooth device that you want to add. ®®

j.-" |F wou don't zee the device that you want to add, make zure that it iz

turned on. Follow the setup instructions that came with the device,
and then click Search Again. SRR

< Back ” et » l[ Cancel ]




7. The following window will pop up asking about passkeys. Select the “Let me choose my
own passkey” option and type in default in the box as shown. Click next to continue.

Add Bluetooth Device Wizard X]

Do you need a paszkey to add your device? 9®

To answer thig question, refer to the "'Bluetooth' section of the documentation that came with
wour device. [F the documentation specifies a passkey, use that one.

() Choose a pazskey for me
() Use the passkey found in the documentation;
() Let me choose my own pazskey: defaul]

() Don't uze a passkey

'\:Q Y'ou zhould abways use a pazskey, unless pour device does nat support one. We
recommend uging a pazskey that iz 8 ta 16 digitz lang. The langer the pazskey, the
rmore gecure it will be,

[ < Back ]l_bﬁ%w I[ Cancel ]

8. The dongle will now attempt to connect to the cassette. After a few seconds the
following window will be shown. Click the finish button. Note: The yellow LED on the
cassette will still be flashing yellow at this point, this is normal.

'éi

Completing the Add Bluetooth
Device Wizard

The Bluetooth device was successfully connected to your
computer. Tour computer and the device can communicate
whenever they are near each other.

These are the COM [zerial] ports assigned to vour device.
Outgoing COM port: COME
Inzoming COM port: - COME

Learn more about Bluetooth COM ports,

To cloge this wizard, click Finigh.

Note: The Com ports assigned should be shown on this page. In this case they are COM5
and COMG6. The outgoing port is the one that should be used. Refer to step 11 on how to set
up the Com port in the Excel software. IMPORTANT: In the unlikely event that the
Outgoing COM Port number is above 16 the communications addon used by DISC
meters(XMcomm) will not work, please contact tech support for further instructions.



9. You should now see the following in the window from step 4 (Note the name might be
different, this guide is for all Disc Wireless Meters, this is just an example of one of them).

Bluetooth Devices f'5_<|

Devices |E|pti0ns COM Ports | Hardware

All other devices

CRR adchestw/L
Pazskey enabled

Add.. Remove Froperties

I 0k ][ Cancel ] Apply

Note: If you don’t remember the com port number, click on the COM Ports tab.

Bluetooth Devices &l

Devices | Options | COM Ports |Hardware

Thiz computer iz uzing the COM [zenal] ports lsted below, To
determing whether vou need a COM port, read the documentation
that came with your Bluetooth device.

Paort Direction ~ Mame

COMBS Outgoing  CRRadchewL 'COMD
COME Incoming  CRAadchesiw/L

Add... Remove

Learm more about Bluetooth COM ports.

Ok ][ Cancel ] Apply




10. You should click on the Options tab and select “Show the Bluetooth icon in the
notification tray” so that you can access this screen in the future if need be. Click OK.

Bluetooth Devices &l

Devices | Options | COM Ports || Hardware

Digcovery

Ta allow Bluetooth devices ta find this computer, select the
folloving check bos.

[] Tumn discavery on

To pratect wour privacy, tum on discovery only when pou
want a Bluetooth device to find this cornputer,

Connections

Uze these settings to cantral whether a Blugtoaoth
device can connect bo thiz computer,

Allow Bluetooth devices to connect to this computer

Alert me when a new Bluetooth device wants to connect

|_7|L%Shnw the Blustoath ican in the notification area

Learn more about Blustooth settings. Restore Defaultz

[ ok, l[ Cancel ]

11. Initiate the Excel Software Template. Please refer to the instruction manual
accompanying this one for more information on Excel Templates and how to initiate them.

Click on the “Communications” button near the bottom of the template or use Ctrl + C if
there isn’t one. The following Window should appear.

Comm, Selection E|
Comimunications.

COM Port; Port Status:

|1 = Available.., Test Port ‘ Apply ‘
1 N
5 =
3
4 P
5
6
] !g -

Using the drop-down list, select the port value that was noted from before. Note: The
picture shows 7 but it should be 5 in this case. Click on the Apply button. The yellow LED
on the cassette should stop flashing and the green “Connected” LED should light up. The
meter is now ready to use. NOTE: The software will remember which port you’re connected
to, therefore the above procedure should never have to be repeated. In the future you will
simply have to plug in the dongle, turn on the meter, and open the excel software and the
meter should connect automatically and be ready for use.



WINDOWS 7 Bluetooth Dongle Setup

NOTE: The USB Bluetooth dongle included will now only operate with the Windows
Bluetooth driver. If your computer already has bluetooth capabilities and is using a different
driver, refer to the documentation from the manufacturer of the driver for setup procedure.

1. Plug in the USB dongle into an available USB port(Note: You should always use the
same USB port for the dongle)

2. 'You may see several messages pop up, wait till the driver setup is done. You should now

see a small blue bluetooth icon in the bottom right corner of your screen as in the picture
below. (You will have to click on the small arrow to see it).

Customize...

e
319 PM
3/25/2010

o [ TR T S
= ™ )

3. Double click on this icon and the following window should appear

No items match your search,

4 0 itemns




4. Turn on the Wireless Cassette and then click on Add a device. After a several seconds
the Wireless Cassette name should appear in the window.

@ [ Add a devic

‘ Select a device to add to this computer

Windows will continue to look for new devices and display them here,

. CRRchxSN_CRW150
| ]! Bluetooth

Other

What if Windows deesn't find my device?

5. Select the device and click on the next button. The following window should appear.
Select "Enter the device's pairing code".

Select a pairing option

= Create a pairing code for me
The device has a keypad.

Enter the device’s pairing code CRRZWGN - ERWTSY

The device comes with a pairing code.
Check for one on the device or in the device manual.

Pair without using a code
This type of device, such as a mouse, does not require a
secure connection,

How can I tell if my device has a pairing code?




6. In the textbox type in the word "default” in lower case letters and then click next as
shown in the picture on the following page.

Enter the pairing code for the device

This will verify that you are connecting te the correct device,

default]

The code is either displayed on your device or in the infermatien that
came with the device,

CRRchxSN_CRWI150

What if [ can't find the device pairing code?

7. The bluetooth dongle will now attempt to connect to the Wireless Cassette. After a few
seconds the following window should pop up if the connection is successful. Note: The
yellow LED on the cassette will still be flashing yellow at this point. This is normal.

rm |

This device has been successfully added to this computer

Windows is now checking for drivers and will install themn if
necessary. You may need to wait for this to finish before your device
is ready to use.

To verify if this device finished installing properly, look for it in
Devices and Printers.

CRRchxSN_CRWI150




8. To determine the Com Port that will be used "Right Click™ on the small bluetooth
icon(same one as in step 2). Selet "Open Settings™ from the list that pops up. The following
screen should be displayed. Select the COM ports tab, in here you should see 2 Com ports,
one is outgoing the other is incoming. The outgoing port is the one that's used, so make a
mental note of this. In this case it would be COMA4.

IMPORTANT: In the unlikely event that the Outgoing COM Port number is above 16
the communications addon used by DISC meters(XMcomm) will not work, please
contact tech support for further instructions.

r ™
- COM Ports | Hardware

This camputer is using the COM (serial) ports listed below. To
determine whether you need a COM port, read the documentation
that came with your Bluetooth device,

Port Direction MName
I Coma Outgoing CRRchxSMN_CRWI150 'COMD’
COM5 Inceming  CRRchxSMN_CRW150

Add... Remowve

Choose a COM port for a Bluetooth enabled device,

]

[ OK ] [ Cancel

9. Initiate the Excel Software Template. Please refer to the appropiate instruction manual
accompanying this one (in this example the Wireless CR Radchex manual) for more
information on Excel Templates and how to initiate them.

Click on the “Communications” button near the bottom of the template or use Ctrl + C if
there isn’t one present. The following Window should appear.
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Comm Selection
Communications:
COM Port: Port Status:

1 -
1 ~
5 =
3

— |

Test Port

Apply

Using the drop-down list, select the port value that was noted from before which in this case

would be Com4. Click on the Apply button. The yellow LED on the cassette should stop
flashing and the green “Connected” LED should light up. The meter is now ready to use.

NOTE: The software will remember which port you’re connected to, therefore the above
procedure shouldn't have to be repeated. In the future you will simply have to plug in the
bluetooth dongle, turn on the meter, and open the excel software(enable macros and activex
controls if asked) and the meter should connect automatically and be ready for use.
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